
Pump Tank / Compartment Capacities

Tank Model
Compartment Dimensions

Length x Width x Liquid Level
Capacity GPI

750 1C 77” x 59” x 39” 790 20.26

1,000 1C Consult Manufacture 1,006 27.19

1,200 1C Consult Manufacture 1,277 27.19

1,700 1C 99” x 71.50” x 56” 1,717 30.66

2,000 1C 106” x 82” x 54” 2,083 38.58

2,500 1C 106” x 82” x 66” 2,544 38.56

3,000 1C 222” x 90” x 39” 3,321 86.49

5,000 1C 222” x 90” x 61” 5,275 86.49

6,900 1C 222” x 90” x 80” 6,919 86.49

8,500 1C 222” x 90” x 99” 8,562 86.49

10,200 1C 222” x 90” x 118” 10,206 86.49

1,750 2C 106” x 35” x 48.50” 807 16.65

2,200 2C 106” x 35” x 60.50” 1,007 16.65

3,000 2C 71.40” x 90” x 39” 1,085 27.82

5,000 2C 71.40” x 90” x 61” 1,697 27.82

1850 3C 87” x 41.125” x 46” 736 16

2250 3C 87” x 41.125” x 56” 896 16

2675 3C 87” x 41.125” x 67” 1,072 16

3,000 3C 71.40” x 90” x 39” 1,085 27.82

5,000 3C 71.40” x 90” x 61” 1,697 27.82

E50-CA 65.125” x 41.125” x 45” 540 12

E60-CA 65.125” x 41.125” x 55” 660 12

E75-CA 65.125” x 41.125” x 66” 792 12

Single Compartment Tanks: If dimensions are required of the 1,000 and 1,200 Gallon Tanks,

please consult manufacture due to tank design.

Two Compartment Tanks: Dimensions are for second compartment of tank.

Three Compartment Tanks: Dimensions are for third compartment of tank.


